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The Studiomaster V5 line array is a new development of a two 
way system providing superior performance with  a flat 
frequency response and phase response in a range of 
60Hz-20KHz. Ultra compact yet provides impressive power 
levels.  

The V5 HF/MF system consists of a two 5” MF drivers combined with 
a 44mm HF compression driver.  This tuned combination greatly 
reduces the cabinets weight and size, yet still produces high volume 
and SPL specifications.

The trapezoidal enclosure is designed to keeps the loudspeakers 
operating the way they are intended with sound dispersion aimed 
towards the front. 

The aluminium suspension system provides 0°- 10° of adjustment to 
achieve the ideal positioning. Connections to the V5 are through two 
NL4MP 4pin connectors. The cabinets are finished in a special elastic 
effect hard wearing paint, and are further protected with a tough grille.

The matching V5S LF passive cabinet uses the same small footprint 
cabinet shape as the smaller V5 HF/MF unit. The V5S features two 10“ 
high power LF drivers with 2.6” voice coils. The vented horn design 
further improves the already high efficiency.

If you choose the active sub bass the V5SA to drive your system, then 
you will benefit from all the features of the V5S, but also have your 
sound amplified through the built in linear amplifier with DSP audio 

processing, to perfectly match your signal to the cabinets.

The power amp module boasts variable speed fan cooling, overload  
and short circuit protection. Thermal protection is intelligent and linked 
to the DSP. If temperatures rise out of the set limit, the DSP will 
attenuate the output from the amplifier, and if required for protection 
shut down the amplifier to ensure future reliability.

Status LEDs to show overload and peak situations are easily visible 
fom the rear panel.

COMPACT LINE ARRAY

2 x 10” LF drivers using vented horn design to improve efficiency

High power amplifier built in with intelligent protection

DSP audio processing built in to perfectly match your sound

Designed to be compatible with V5 passive HF/MF enclosure

V5SA 2x10” ACTIVE LF LINE ARRAY ENCLOSURE

line array systems

2 x 10” LF drivers using vented horn design to improve efficiency

Large 2.6” voice coils to deliver consistent high power

Ultra compact with durable finishes

Adjustable suspension system and convenient scoop handles

V5S 2x10” PASSIVE LF LINE ARRAY ENCLOSURE

Superior quality 2 x 5” HF/MF drivers

44mm compression driver

Ultra compact with durable finishes

Fully adjustable aluminium suspension system available.

V5 2x5” PASSIVE HF/MF LINE ARRAY ENCLOSURE



SPECIFICATIONS V5 V5S V5SA
type
Frequency Response
coverage(H)(-6dB)
coverage(V)(-6dB)
LF
HF
Sensitivity(1W@1m)
Impedance
Power handling

Max SPL(@1m )
Crossover
Dimension(WxHxD)
Weight
Vertical Spread Angle

2-way line array element
60Hz~20KHz (-10dB)   70Hz~18KHz (±3dB) 
90°
Depend on the sizeand the declining angle
2×5" ( 127mm ) / 1" voice coil
1×1.7" ( 44 mm ) COMPRESSION
LF: 90dB   HF: 104dB 
LF: 16Ω   HF: 16Ω
LF: 50W x 2  (Continuous)   , 200W x 2 (Peak)                                                                   
HF: 50W (Continuous)   , 200W (Peak)                         
LF: 116dB        HF: 127dB
80Hz, 1.7KHz 
483×171×351(mm) 
11kg 
0°~10° Each step2°

subwoofer
50Hz~350Hz (-10dB)   55Hz~300Hz (±3dB)
/
/ 
2×10" ( 254mm ) /2.6" voice coil
/
97dB
4Ω
250W x 2   (Continuous)   ,1000Wx 2 (Peak)                             
/
130dB
80Hz
483×410×623(mm) 
31kg 

Active Subwoofer
50Hz~350Hz (-10dB)   55Hz~300Hz (±3dB) 
/
/
2×10" ( 254mm ) /2.6" voice coil
/
97dBu
4Ω(LF)/ 4Ω(,MF/HF)
750W(LF)    750W(,MF/HF)
/
130dB
80Hz
505×410×652(mm) 
33kg 
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COMPACT LINE ARRAY
SUGGESTED SETUP CONFIGURATIONS

setup configuration 1

8 x V5 passive MF/HF cabinets
2 x V5S passive LF cabinets

1 x AC36 3 in 6 out speaker processor

1x RX10 2x500w power amplifier for HF

1x RX16 2x800w power amplifier for MF

1x RX22 2x1100w power amplifier for LF

setup configuration 2

8 x V5 passive MF/HF cabinets
2 x V5SA active LF cabinets
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V8 line array speaker is a 2 way system, supplies requency 
scope of 65Hz-19KHz, features smooth frequency and phase 
response. Two 44mm tweeter compression units and two 8” 
bass unit form a middle /high frequency system, which 
decreases greatly cabinet weight, and supplies high SP/volume 
ratio.

Mid / low frequency of V8 utilizes two 8” paper cone bass units 
of 150W, on the front of bass unit equips with specially 
designed acoustic net cover, which can prevent interference 
and optimize middle frequency direction. High frequency 
utilizes two 44mm tweeter compression units. It decreases 
greatly HF comb-filtering and promotes sound articulation in 
long-distance. 

V8 cabinet is ladder-shaped, equips a precise hanging system 
of aluminium alloy, connection angle between cabinets can be 
adjusted between 0°- 6° to meet requirements of different 
locations. Cabinet surface features wear-resistant black galaxy 
paint. Two bars on the sides of cabinets are convenient for 
transiting. Two NL4MP 4 pins sockets.

line array systems

COMPACT LINE ARRAY

SPECIFICATIONS V8
Type
Frequency response

Horizontal coverage (-6dB) 
Vertical coverage (-6dB) 
Woofer
Tweeter
Sensitivity

Impedance

Power handling

Max. SPL

Crossover 
Dimension (WxHxD) 
Weight
perpendicular direction Dispersion

2-way passive line array element
65Hz~19KHz(-10dB)
80Hz~18KHz(±3dB)
90°
Depend on the size and the declining angle 
2x8”(203mm) / 2”voice coil 
2×1.75" ( 44mm ) compression driver Nd magnetic
LF unit: 96dB 
HF unit: 108dB 
LF unit: 16Ω
HF unit: 16Ω
LF unit: 150Wx2 (continuous), 600WX2(peak) 
HF unit: 40Wx2 (continuous), 160WX2(peak)
LF unit: 127dB 
HF unit: 133dB
300Hz, 2KHz
722x260.4x440(mm)
30kg
0°~6° each step 1°

SPECIFICATIONS V8S 
Type
Frequency Response

Woofer
Sensitivity (1W@1M) 
Nominal Impedance
Power handling 
Crossover
Max. SPL 
Dimensions (WxHxD) 
Weight

Woofer 
40Hz~500Hz(-10dB)
45Hz~400Hz(±3dB) 
2x15”(388mm) / 4”voice coil
101dB
4Ω
500Wx2 (continuous), 2000WX2(peak) 
300Hz
137dB
722x703.5x522(mm)
63.5kg

2x8”(203mm) / 2”voice coil 

2×1.75" ( 44mm ) compression driver Nd magnetic

Ultra compact with durable finishes

Fully adjustable aluminium suspension system available.

V8 2-WAY PASSIVE LINE ARRAY ELEMENT

2x15”(388mm) / 4”voice coil

Large 2.6” voice coils to deliver consistent high power

Ultra compact with durable finishes

Adjustable suspension system and convenient scoop handles

V8S PASSIVE WOOFER CABINET
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COMPACT LINE ARRAY
setup configuration 

SUGGESTED SETUP CONFIGURATION

8 x V8 three way passive cabinets

4 x TRX218S 2x18” passive sub cabinets

2 x V8S Passive woofer cabinet

1 x AC48 4 in 8 out speaker processor

2 x RX16 2x800w power amplifier for V8 : HF
2 x RX22 2x1100w power amplifier for V8 : MF
4 x RX40 2x2000w power amplifier for V8 : LF
2 x RX40 2x2000w power amplifier for TRX218S sub

V8 line array cabinet stand
Load capacity:500kg
Max Height:6-8m
Material:high strength and light weighted 
aluminum



SPECIFICATIONS V12
Type
Frequency response
H coverage(-6dB)
V coverage(-6dB)
LF unit
MF unit
HF unit
sensitivity (1W@1m)
rated impedance
Power handling

max SPL(@1m )

crossover
dimension(WxHxD)
weight
vertical dispersion

3 way line array
50Hz~20KHz (-10dB)    60Hz~18KHz (±3dB) 
90°
changes as line array size and tilt angle change
2×12" ( 304 mm ) / 3"  voice coil 
1×10" ( 65 mm ) / 2.5"  voice coil/Nd magnet
2×3" ( 74 mm ) compression driver/Nd magnet
LF unit: 99dB  MF unit: 104 dB   HF unit: 110 dB 
LF unit: 8Ωx2    MF unit: 8Ω    HF unit: 16Ω
LF unit: 350W x 2 (Continuous),1400W x 2 (Peak)          
MF unit: 500 W  (Continuous) ,2000W(Peak)     
HF unit: 160W (Continuous) ,640W (Peak)    
LF unit: 134dB(Peak)      
MF unit: 137dB(Peak)          
HF unit: 138dB(Peak)
300Hz,1.3KHz 
1046×375×519 (mm) 
65kg 
0°~7°  each step 1.8°
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LINE ARRAY

2 x 12” LF /  1 x 10” MF / 2 x 74mm compression drivers LF

High efficiency and SPL from three way system

Superior quality components used thoughout

Adjustable aluminium suspension system available

V12 THREE WAY PASSIVE LINE ARRAY ENCLOSURE

line array systems

The Studomaster V12 line array enclosure is a new designed 
three way system. A large operating frequency range of 50Hz - 
20kHz is achieved with a the HF being provided by two 74mm 
compression drivers, the MF is provided by two high sensitivity 
10” drivers, and the LF by one 12” drivers. All combined 
together creates a system with dynamic headroom and reduced 
weight/size, yet still produces high SPL / volume levels.

The V12 cabinet is trapezoidal in shape, which enhances the sound 
projection and reduces dead spots. When suspending using the 
aluminium suspension system, the angles of each enclosure can be 
adjusted between 0 and 8 degrees.

To finish the cabinet, a durable paint finish is used, and a tough grille is 
fitted to protect from the hardest conditions.



V12 line array cabinet stand 1
Material: steel structure
Height: 10m
Length, width: 1.8X1.8m
Bottom area: 5X5m
Surface: silver paint
Load: 800KG
Test data 3200KG, four times of 
load security coefficient

V12 Line Array cabinet Stand 2
Material: steel structure
Height: 8m
Length, width: 1.5X1.5m
Bottom area: 4X4m
Surface: silver paint
Load: 600KG
Test data 2400KG, four times of 
load security coefficient

V5 line array cabinet stand
Material: AL(6082)
Height: 6m
Length, width: 1.5X0.5X0.5m
Load: 300KG

-CM-Lodestar products are famous for easy 
maintenance,easy moving and low cost.
>Chain operate freely without abrasion.
>The limit switch beside the spindle protects it 
from overload and ensures security and easy 
operation.
>The hoist meets the requirement of DIN5684 
standard.
>Some models can be lifted up to 60m.

setup configuration 

Suspension band 
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SUGGESTED SETUP CONFIGURATION

Suspension racks
ELECTRIC hoist

8 x V12 three way passive cabinets

4 x TRX218S 2x18” passive sub cabinets

Hanging H line array rack

1 x AC48 4 in 8 out speaker processor

SRA15(500kg/1.5m)

SRA20(1000kg/2m)
V5:493x640x30(mm) V12:1066X689X80(mm)

CM5(500kg) CM10/20(1000kg/2000kg)

CM11-0.5A3/6/9/12(500kg)
CM11-1A3/6/9/12(1000kg)
CM11-1.5A3/6/9/12(1500kg)

SRA25(2500kg/2.5m)

2 x RX16 2x800w power amplifier for V12 : HF
2 x RX22 2x1100w power amplifier for V12 : MF
4 x RX40 2x2000w power amplifier for V12 : LF
2 x RX40 2x2000w power amplifier for TRX218S sub

LINE ARRAY (Optional products)

LINE ARRAY (Suspension accessories)




